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NOTE:

THIS SEQUENCE

ILLUSTRATES

GENERAL ASSEMBLY.

MODIFY

INSTALLATION ACCORDING

TO

SEPCIFIC DETAILS IN

DRAWING SET.

INSTALL MIN. 6" WIDE

STRIP OF

S.A.F. @ JAMBS & SILL.

ADHERE

S.A.F. IF MOISTURE

BARRIER TO BE

INSERTED UNDER LATER.

STEP 1

STEP A:

FIRST ADHERE

S.A.F. @

SILL. SLIT S.A.F. &

TURN

UP & ADHERE TO

JAMB

TO CREATE END

DAM.

STEP 2

STEP B:

AFTER SILL FLASHING

INSTALLATION. ADHERE

S.A.F. TO

FULL HEIGHT OF LAP

OVER END

DAM & CONTINUE OVER

SILL AS

SHOWN. SEAL ALL LAPS

W/

LIQUID MEMBRANE

STEP A:

INSTALL NAIL

FLANGE

WINDOW. ADHERE

VERTICAL STRIP OF

S.A.F.

TO NAIL FLANGE &

SEAL

TO S.A.F. @ JAMB

STEP 3

STEP B:

ADHERE HORIZONTAL

STRIP OF

S.A.F. @ WINDOW HEAD

TO SEAL

NAIL FLANGE AS SHOWN.

SHINGLE OVER S.A.F. @

JAMBS. IF

MOISTURE BARRIER IS IN

PLACE,

LIFT UP BARRIER &

ADHERE S.A.F.

DIRECTLY TO

SHEATHING.
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19' X 24'

7' X 8'

6' X 7'

12' X 5'

27' X 39'

8' X 20'

7' X 8'

9' X 10'

11' X 12'

9' X 5'

10' X 11'

10' X 11'

6' X 10'

CAR PORT

2X BLOCKING

2X JOIST, S.S.D.

R-13 BATT INSULATION

9/16" X 3-1/4" BASE BD.

34" T&G OSB

SUBFLOORING

W/ 8d @ 6,6,10 &

GLUED

2X SKIRT

SIMPSON LSTA 36 MTL. STRAP @ 32"

O.C., CONT. TO BOTTOM OF SILL

2X4

8"x12" H.T. COLUMN W/

4-#4, GROUT SOLID

4X SILL ANCHORED W/ SIMPSON

PA35 ANCHOR @ H.T. COLUMNS

METAL FLASHING

GRADE

#4 ALTERNATE

BENDS IN FOOTING

3 - #4

EA.WAY

2X8 LEDGER

2X6 DECKING SPACED  1/4" APART

2X8 @ 16" O.C.

LUS 28 HANGERS
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5/8" PRECISION SMARTSIDE SIDING w/

10d AT 6" O.C. AT EDGES AND 12" O.C.

IN FIELD ON TYVEK VAPOR BARRIER,

TYPICAL THROUGHOUT.

2X8 BLOCKING

8"x12" H.T.

COLUMN W/ 4-#4,

GROUT SOLID

4X GIRDER ANCHORED W/

SIMPSON PA35 ANCHOR @

H.T. COLUMNS

METAL FLASHING

2X8 @

16" 0.C.

3 - #4

EA.WAY

VERT. 2X2

PICKETS SPACED

LESS THAN 4"

APART, TYP.

2X6 TOP RAIL

SIMPSON LTS18

TWIST

STRAP @ POSTS

4X4 POST

2X6 DECKING

SPACED

@  1/4" APART

1x12

SIMPSON H2.5A 18 GA. HURRICANE ANCHOR

@ EA. RAFTER, DBL. @ 48" O.C., & SIMPSON

HCP2 18 GA. @ HIPS & VALLEY

4X BEAM, PER PLAN

SIMPSON

AC

POST CAP

PRE-

ENGINEERED

WD TRUSSES

(3) 2" ROUND VENT BLOCKING @ EA.

RAFTER BAY @ 24" O.C.

12

4

1X2 TRIM

2X8 FACIA

30 YR. COMP. SHINGLES OVER 30# FELT &

5/8" PLYWOOD SHTG. W/ METAL CLIPS W/

8D @ 6,6,12 @ OVERHANGS & NON LIVING

AREAS

5/16" HARDIE

PANEL SIDING

#4 ALTERNATE 

BENDS IN FOOTING

3'-0" (N.T.S.)
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GRADE
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SLOPE

AWAY

CONC. SLAB, SEE

NOTE ON PLAN

CONC. CURB

4- #4 CONT.

#3 TIES @ 24" O.C.
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2X4 ANCHORED W/12"

X 1/2" Ø A.B. @ 48"

OC.,EMBED 7" MIN.

30# FELT

SIMPSON  SP1,

20 GA. ANCHOR

@ 32" O.C.

SIMPSON  SP2,

20 GA. ANCHOR

@ 32" O.C.

SIMPSON  SP1, 20

GA. ANCHOR @

32" O.C.

36" SIMPSON CS16

STRAP @ 32" O.C.

2X10

JOISTS @

16" O.C.

SMARTSIDE

SIDING

58" TYPE-X

GYPSUM TO

GARAGE

1/2" GYPSUM

CRAWL-SPACE

DWELLING

GARAGE

CONC. SLAB, SEE

NOTE ON PLAN

STORAGE GARAGE

WALL, SEE PLAN

CONC. SLAB, SEE

NOTE ON PLAN

GRADE,

SLOPE AWAY

FROM BLDG.

30# FELT

CONC. FOOTING

2X4 ANCHORED W/12"

x 1/2" Ø A.B. @ 48" O.C.

EMBED 7" MIN.

SIMPSON  SP1,

20 GA. ANCHOR

@ 32" O.C.

8
" 

T
O

S
ID

IN
G

GRADE

SLOPE

AWAY

CONC. SLAB, SEE

NOTE ON PLAN

CONC. CURB

4- #4 CONT.

#3 TIES @ 24" O.C.

2X4 ANCHORED W/

12" x 1/2" Ø A.B.,

EMBED 7" MIN.

30# FELT

3 - #4 CONT.

#3 TIES @ 24" O.C.

#3 TIES @ 24" O.C.

4- #4 CONT.

CONC. SLAB, SEE

NOTE ON PLAN
GRADE,

SLOPE AWAY

FROM BLDG.

CONC. FOOTING

#3 TIES @ 24" O.C.

4- #4 CONT.
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GRADE

SLOPE

AWAY

CONC. SLAB,

SEE NOTE ON

PLAN

FRONT
LSTA36

SIMPSON LSTA36

METAL

STRAP @ 32" O.C.

2X4 WD. STUD @ 16" O.C.

34" T&G OSB

SUBFLOORING

4X

SIMPSON SP2 @

18 GA. ANCHOR

@ 32" O.C.

2X DOUBLE TOP

PLATE

2X STUD FRAMING

@ 16" O.C.

PRE-ENGINEERED TRUSS

SIMPSON H2.5A 18 GA.

HURRICANE ANCHOR @

EA. RAFTER, DBL. @ 48"

O.C., & SIMPSON HCP2 18

GA. @ HIPS & VALLEY

SIMPSON SP2 @ 18 GA.

ANCHOR @ 32" O.C.

2X DBL. TOP

PLATE

4x HDR @

OPENINGS

(3) 2" ROUND VENT

BLOCKING @ EA.

RAFTER BAY @ 24" O.C.

PRE-ENGINEERED TRUSS

SIMPSON H2.5A 18 GA.

HURRICANE ANCHOR @

EA. RAFTER, DBL. @ 48"

O.C., & SIMPSON HCP2 18

GA. @ HIPS & VALLEY

3'-0" (NTS)

BOTTOM CHORD OF

TRUSS W/ (3)-16d

NAILED TO FLAT 2X6

2X NON-LOAD

BEARING INTERIOR

PARTITION

2X6 FLAT @ 24" O.C.,

TYP. W/ 3-16d NAILED

TO TOP PLATE

2x6 BLOCKING

12

4

1X2 TRIM

2X8 TRIM

4X POST

SIMPSON H2.5A 18 GA.

HURRICANE ANCHOR @

EA. RAFTER, DBL. @ 48"

O.C., & SIMPSON HCP2

18 GA. @ HIPS & VALLEY

SIMPSON AC

POST CAP

4X BEAM

3'-0" (NTS)

PRE-ENGINEERED TRUSS

NET CLR.
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FINISH FLOOR

ALL ESCAPE OR RESCUE WINDOWS SHALL

HAVE A MINIMUM NET CLEAR OPENABLE

AREA OF 5.7 SQUARE FEET.  THE MINIMUM

NET CLEAR OPENABLE HEIGHT DIMENSION

SHALL BE 24 INCHES.  THE MINIMUM NET

CLEAR OPENABLE WIDTH DIMENSION SHALL

BE 20 INCHES.  WHEN WINDOWS ARE

PROVIDED AS A  MEANS OF ESCAPE OR

RESCUE THEY SHALL HAVE A FINISHED SILL

HEIGHT NOT MORE THAN 44 INCHES ABOVE

THE FLOOR.

TYPICAL EGRESS WINDOW FOR BEDROOMS

ALL GLAZING TO BE LOW E, TYP.

SIMPSON STORM PANEL SCREW & 7/16" THK

WOOD STRUCTURAL PANEL FOR ALTERNATIVE

STORM GLAZING REQ. IN WIND-BORNE DEBRIS

REGIONS

Exterior Glass:

ALL EXTERIOR GLASS SHALL BE SHGC £ 0.25

DOOR NOTES:

1. ALL EXTERIOR DOORS ARE TO BE 1-3/4" THK.

2. ALL INTERIOR DOORS ARE TO BE 1-3/8" THK.

3. CAULK W/ SEALANT AROUND TOPS AND SIDES

OF INTERIOR AND EXTERIOR DOOR (SEE

EXTERIOR ELEVATION OF CLEAR OR

OBSCURE GLAZING, AS NOTED). 

4. ALL GLASS IN DOORS TO BE TEMPERED

GLASS.

5. WOOD ON DOORS SHOULD BE OF QUALITY

THAT THE FINISHED CAN BE EXPOSED.

6. ALL GLAZING WITHIN 60" OF STAIRWAY

SHOULD BE TEMPERED SAFETY GLASS AS

PER IRC 2006.

7. ALL GLAZING IN THE BATHROOM LESS THAN

60" FROM THE SHOWER SHALL BE TEMPERED

SAFETY GLASS.

8. ALL PATIO, DECK AND LANAI SLIDING GLASS

DOORS SHALL BE TEMPERED GLAZING.

WINDOW NOTES:

1. ALL WINDOWS SHALL HAVE INSULATED

GLAZING. (SAFETY GLASS AS NOTED), WITH

SHGC £ 0.25

2. ALL WINDOWS SHALL BE WHITE VINYL FRAME

OR APPROVED EQUAL.

3. SEAL AROUND TOPS & SIDES OF WINDOWS

TRIMS (WINDOW SIZES ARE NOMINAL).

EMERGENCY EXITS (SAFETY EGRESS) AT ALL

BEDROOMS

20" MIN. WIDTH

24" MIN. HEIGHT

5.7 SQ. FT. OPENING

44" MAX. SILL HEIGHT@ BOTTOM OF SILL

WINDOWS
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VERT. 2X2 PICKETS

SPACED LESS THAN

4" APART, TYP.

2X6 TOP RAIL

SIMPSON LTS18

TWIST STRAP @

POSTS

4X4 POST

2x BLOCKING

DECKING

SEE STRUCTURAL

DWG.
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STAINLESS STEEL

CABLE RAIL SPACED

LESS THAN 4"

APART, TYP.

2X4 TOP RAIL

CMST12 

8# 10d TO POST

8# 10d TO BEAM

6X6 POST

2x BLOCKING

DECKING

SEE STRUCTURAL

DWG.

1x12
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STAINLESS STEEL

CABLE RAIL SPACED

LESS THAN 4"

APART, TYP.

4X4 TOP RAIL

CMST12 

8# 10d TO POST

8# 10d TO BEAM

6X6 POST

2x BLOCKING

4x12 BEAM

1x12 DECK FASCIA

1-1/2" CONT.

METAL FLASHING.

CAULK IN PLACE

SIMPSON

H2.5A TIE

2X10 BLOCKING

2X10 JOISTS @

16" O.C.

3/4" EXTERIOR

PLYWOOD SHEATHING

WATERPROOF MEMBRANE

TILE OVER 3/16"

THINSET MORTAR

BUILDINGBUILDING

F.F.

BATHTUB WINDOW

SEE WINDOW SCH.
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BASEMENTS IN DWELLING UNITS AND EVERY SLEEPING ROOM BELOW THE

FOURTH STORY SHALL HAVE AT LEAST ONE OPERABLE WINDOW OR DOOR

APPROVED FOR EMERGENCY ESCAPE OR RESCUE WHICH SHALL OPEN

DIRECTLY INTO A PUBLIC STREET, PUBLIC ALLEY, YARD OR EXIT COURT.

THE UNITS SHALL BE OPERABLE FROM THE INSIDE TO PROVIDE A FULL

CLEAR OPENING WITHOUT THE USE OF SEPARATE TOOLS.

WINDOW TO MEET

EGRESS

REQUIREMENTS - SEE

NOTES

HEADER

TYPICAL WALL & WINDOW FRAMING

F.F.

SCALE: 1/4"=1'-0"

Simpson LSTA 36

@ 48" O.C. & AT

WINDOWS

Simpson SP1

@ 48" O.C.

Simpson

SP2 @ 48"

O.C.

Simpson H1 Ea. Rafter

8"X16" H.T.

COLUMN W/ 3 -

#4, GROUT

SOLID

3-#4 E.A.

WAY

GRADE

8"X18" H.T.

COLUMN W/

4-#4, GROUT

SOLID

3 - #4 EA.

WAY
(3)  #4  BENDS IN

FOOTING #4 ALTERNATE BENDS

IN FOOTING
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GRADE

2X10 BLOCKING

WHERE OCCURS

8" x 16" H.T.

COLUMN W/

4-#4, GROUT SOLID

4X12 BEAM, ANCHORED W/

SIMPSON PA35 ANCHOR @ H.T.

COLUMNS

METAL FLASHING

2X10  JOIST @ 16" O.C.

34" T&G OSB

SUBFLOORING W/

8d @ 6,6,10 &

GLUED

#4 ALTERNATE
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FINISH FLOOR

HEADERSOPENING

HEADERS OVER DOOR & WINDOW OPENINGS

NOTE: SIZES FOR ALL ROOFS EXCEPT MONIER
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ALL ESCAPE OR RESCUE WINDOWS

SHALL HAVE A

MINIMUM NET CLEAR OPENABLE AREA OF

5.7 SQUARE

FEET.  THE MINIMUM NET CLEAR

OPENABLE HEIGHT

DIMENSION SHALL BE 24 INCHES.  THE

MINIMUM NET

CLEAR OPENABLE WIDTH DIMENSION

SHALL BE 20

INCHES.  WHEN WINDOWS ARE

PROVIDED AS A  MEANS

OF ESCAPE OR RESCUE THEY SHALL

HAVE A FINISHED

SILL HEIGHT NOT MORE THAN 44 INCHES

ABOVE THE

FLOOR.

BASEMENTS IN DWELLING UNITS AND

EVERY SLEEPING

ROOM BELOW THE FOURTH STORY SHALL

HAVE AT

LEAST ONE OPERABLE WINDOW OR DOOR

APPROVED

FOR EMERGENCY ESCAPE OR RESCUE

WHICH SHALL

OPEN DIRECTLY INTO A PUBLIC STREET,

PUBLIC ALLEY,

YARD OR EXIT COURT.  THE UNITS SHALL

BE OPERABLE

FROM THE INSIDE TO PROVIDE A FULL

CLEAR OPENING

WITHOUT THE USE OF SEPARATE TOOLS.

WINDOW TO

MEET

EGRESS

REQUIREMEN

TS -

SEE NOTES

HEADER,

F.F. F.F.

BATHTUB WINDOW

SEE WINDOW SCH.

TRIPLE 2X4

HEADER,

OPENING

2X4 STUDS

@

16" O.C.,

TYP.

PRE-

ENGINEERED

TRUSSES,

SIMPSON LSTA36

STRAP

@ 32" O.C.

SIMPSON H2.5A 18

GA.

HURRICANE

ANCHOR @

EA. RAFTER, DBL.

@ 48"

O.C., & SIMPSON

HCP2 18

GA. @ HIPS &

VALLEY

SIMPSON

SP2 @

32" O.C.,TYP.

LOAD PATH FOR 1 STORY RAISED FLOOR

CRAWL SPACE

M
IN
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HANDRAIL
DETAIL
SCALE: 3"=1'-0"

HANDRAIL
DETAIL
SCALE: 3"=1'-0"

HANDRAIL

2X6 TOP RAIL

2X4

TYPICAL STEP & LANDING DETAIL

SCALE: 1/2"=1'-0"

3-2X12 STRINGERS

4" CUSHION FILL

2X4

2X6 BLOCKING 2X6 @ 16" O.C.

GRADE

2X6 TOP RAIL

TREADS= 10 1/2"±

RISERS=  7 3/4"

MAX.

VERIFY @ JOBSITE

4" CONC. SLAB

REINF. W/

6X6X10/10 WIRE

MESH

2X6 SPACED @ 1/4"

APART

2X6

SPACED

@ 1/4"

APART

PRECAST CONCRETE FOOTING

W/

TERMITE PAN, SEE DETAIL   F4
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APART
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1-1/2" HANDRAIL
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4X4 POST W/

SIMPSON

ABU44 COLUMN

BASE

2 - #4 EA. WAY

2'-8"

3'-0"

4'-0"

5'-0"

6'-0"

8'-0"

10'-0"

12'-0"

Use of these AutoCAD .dwg files in any manner indicates your

acceptance of

terms and conditions as set forth below. If you do not agree to

all of

the terms and conditions, please contact Honsador Lumber LLC

prior to use of the

referenced information.

Please be advised that the CAD .dwg files are in a format that

can be

altered by the user. Due to this fact, any reuse of the data will

be at

the user's sole risk without liability or legal exposure to

Honsador Lumber LLC, and

user shall indemnify and hold harmless Honsador Lumber LLC

from all claims,

damages, losses and expenses including attorney's fees arising

out of or resulting

from using the digital file.

The data is provided "as is" without warranty of any kind either

expressed or implied.

Any person(s) or organization(s) making use of or relying upon

this data, is

responsible for confirming its accuracy and completeness.

These files do not include

a professional architect's/engineer's stamp and only drawings

with such stamp are to

be considered as true and final. Honsador Lumber LLC is not

responsible for edited

or reproduced versions of this digital data.

ELEC ROOF FLR FRAME FOUND FLOOR DOOR WINDOW INTERIORS

NOTE: SIZES FOR ALL ROOFS EXCEPT MONIER
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4X10

HEADERSOPENING
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HEADERS OVER DOOR & WINDOW OPENINGS

4X6

4X8

4X6

4X12

4X8
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2X4

TYPICAL STEP & LANDING DETAIL

SCALE: 1/2"=1'-0"

3-2X12 STRINGERS

4" CUSHION FILL

2X4

2X6 BLOCKING 2X6 @ 16" O.C.

GRADE

2X6 TOP RAIL

TREADS= 10 1/2"±

RISERS=  7 3/4"

MAX.

VERIFY @ JOBSITE

4" CONC. SLAB

REINF. W/

6X6X10/10 WIRE

MESH

2X6 SPACED @ 1/4"

APART

2X6

SPACED

@ 1/4"

APART

PRECAST CONCRETE FOOTING

W/

TERMITE PAN, SEE DETAIL   F6

2X2

VERTICAL

S

SPACED

@

LESS

THAN 3"

APART
1X3 SLATS @ 3"

APART

1-1/2" HANDRAIL

2X RISERS
4X6
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B

O
V

E

F
IN

IS
H

F
L

O
O

R

4X4 POST W/

SIMPSON

ABU44 COLUMN

BASE

2 - #4 EA. WAY

4X6 SILLS

2x6 TOP RAIL

1X3

SLATS

@ 3"

APART

2X6 @  1/4"

APART ON

2X6 JOISTS @

16" O.C.

VERT. 2X2

@

LESS

THAN 3"

APART

2X4

BUILDING

PRECAST CONCRETE FOOTING

W/

TERMITE PAN, SEE DETAIL

2X6

NOTE: HANDRAIL

ENDS

SHALL RETURN TO

WALL  OR

NEWELL POSTS

4X GIRDER

1/2" GYP. BD.

1/2" GYP. BD., TYP.

R-13 BATT

INSULATION,

TYP. @ EXT.

WALLS2X BLOCKING,

MID

SPAN, TYP.

12 "THK. GYPSUM

BD. ON

2X4 STUD

FRAMING @

24" O.C.

(TYPICAL NON-

LOAD

BEARING)

2X6 RIDGE BLOCKING

R-19 INSULATION

PRE-ENGINEERED TRUSSES
@24" O.C.

12

4

2X
42X4

2X4 2X
4

2X BLOCKING,

TYP.EXTERIOR

SECTION

1/2" GYP. BD.

1/2" GYP. BD., TYP.

2X BLOCKING,

MID

SPAN, TYP.

2X6 RIDGE BLOCKING

PRE-ENGINEERED TRUSSES
@24" O.C.

12

4

2X
42X4

2X4 2X
4

NOTE:

PROVIDE PREFINISH CABINETS W/

FULLY FORMED

FORMICA COUNTERTOPS &

BACKSPLASH

SCALE: 1/4"=1'-0"
INTERIOR ELEVATIONS
SCALE: 1/4"=1'-0"
INTERIOR ELEVATIONS

PLAS. LAM. ON 1/2" GYPSUM BD.
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R-19 INSULATION

2X
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G,

MID

SPAN,

TYP.

@24" O.C.

2X
4

2X4

2X62X6

5/8" THK. TYPE "X" 1-HR

FIRE-RATED

GYP. BD. CEILING AND

WALLS

BETWEEN CARPORT &

DWELLING

%%UCARPORT
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ROOF LINE
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4X GIRDER

2X BLOCKING,

TYP.

1/2" GYP. BD.

1/2" GYP. BD., TYP.

R-13 BATT

INSULATION,

TYP. @ EXT.

WALLS2X BLOCKING,

MID

SPAN, TYP.

12 "THK. GYPSUM

BD. ON

2X4 STUD

FRAMING @

24" O.C.

(TYPICAL NON-

LOAD

BEARING)

PRE-ENGINEERED TRUSSES
@24" O.C. 2X4 2X

4

2X
4

2X6

22X30
ATTIC

ACCESS

1

BY-PASS
1-3/8" THK. H.C.

6

7

FLUSH FIBERGLASS S.C.
1-3/4" THK.

1-3/4"  S.C.
FIBERGLASS
6 PANEL

DOOR TYPE
NOTE: ALL INTERIOR DOORS TO BE STANDARD 6 PANEL OR 3 PANEL

1-3/8" H.C.
FIBERGLASS 

3

1-3/8" H.C.

3 PANEL

4
FIBERGLASS

8 SLIDING MIRRORED DOORS

52

9

1

WINDOW TYPE
NOTE: ALL WINDOWS TO BE LOW E GLAZING

SIMPSON STORM PANEL

SCREW AND 7/16"

THK. WOOD    STRUCTURAL

PANEL FOR

ALTERNATIVE STORM  GLAZING

REQ. IN

WIND-BORNE DEBRIS REGIONS.

FIXED

FIXED & SLIDING, VINYL

HORIZONTAL W/

SCREEN

NOTE: WINDOWS ON 2ND

FLOOR WITH

BOTTOM SILL HEIGHTS LESS

THAN 3'-0" TO

FINISH FLOOR SHALL BE

PROVIDED WITH

INSECT SCREENS.
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SCREEN

2

2

SLIDING, VINYL
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SCALE: 1/4"=1'-0"
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DROP VARIES
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VAPOR BARRIER ON 4" BASE COURSE

F9

4" CONC. SLAB

REINF. W/ 6X6

10/10 W.M.

ON 4" BASE

COURSE
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4" CONC. SLAB

REINF. W/ 6X6

10/10W.M. ON
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2
X

 R
ID

G
E

 B
L

O
C

K
IN

G

VALLEY

VALL
EY

NOTE:

PROVIDE TERMITE

PROTECTION

PER IRC SEC R320 AS

AMENDED

ISLAND COUNTER

OPEN

COMP. SHINGLE ROOFING

SMART PANEL SIDING

SMART PANEL SIDING

COMP. SHINGLE ROOFING

4X6 SILLS

2x6 TOP RAIL

1X3

SLATS

@ 4"

APART

2X6 @  1/4"

APART ON

2X6 JOISTS @

16" O.C.

VERT. 2X2

@

LESS

THAN

4" APART

2X4

BUILDING

PRECAST CONCRETE FOOTING

W/

TERMITE PAN, SEE DETAIL   F4
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5'-0" F/G

TUB/

SHOWER

W/R GYP. BD.

B C

W/R GYP. BD.

%%UM.BATH

5'-0" F/G

TUB/

SHOWER

CURTAIN ROD

A
%%UBATH 2

B

B
%%UBATH 3
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2X4 BRACES

(3) - 2X12 STRINGERS

4" CUSHION FILL

2X6 BLOCKING 2X6 @ 16" O.C.

GRADE

2X6 TOP RAIL

TREADS= 10 1/2"±

RISERS=  7 3/4"

MAX.

VERIFY @ JOBSITE

4" CONC. SLAB

REINF. W/

6X6X10/10 WIRE

MESH

2X6 SPACED @ 1/4"

APART

2X6

SPACED

@ 1/4"

APART

PRECAST

CONCRETE

FOOTING W/

TERMITE PAN

2X2
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1-1/2" HANDRAIL
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NOTE: HANDRAIL
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TO RETURN TO
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2X4 @ PANEL

JOIN

4X BM
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FACIA W/

1X2 TRIM

1932" SMART

PANEL

SIDING

SIMPSON AC

POST CAP

16" SQ. COLUMN

2X4 STUD FRAMING

BEYOND

2X4 @ PANEL JOIN

2X4 @ MID SPAN

RAMSET 2X4

W/  1/2"

⌀ A.B. @

CORNERSGRADE

2 - #4 CONT.

#3 TIES @ 24"

O.C.
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4X4 POST
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(3) - 1/2"⌀

VENTS

@ EVERY

RAFTER

SIMPSON H2.5A TYP.
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MTL. FLASHING, TYP.
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2X6
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@
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APART
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APART
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1X3 SLATS @ 3"
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POST CAP
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A C

B D

BALCONY

STORAGE

MASTER BDRM

LAUNDRY

M/ BATH

BATH

BEDROOM 4

BEDROOM 2

BEDROOM 3

ENTRY

KITCHEN / LIVING

SIMPSON  SP1,

20 GA. ANCHOR

@ 32" O.C.

PRE-ENGINEERED

WD TRUSSES @ 24"

O.C.

1X4, PROVIDE TRIM AT

EAVE & AT CORNERS,

DOORS & WINDOWS.

DOUBLE 2X4 TOP PLATE

1/2" GYP. BD. W/

TEXTURED FINISH ON

2X4 STUDS @ 16" O.C.

1/2" GYPSUM CEILINGS

THROUGHOUT

R-19 INSULATION,

CEILING ONLY.

5/16" HARDIE

PANEL SIDING

PORCH


