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FINISH FLOOR

ALL ESCAPE OR RESCUE WINDOWS SHALL

HAVE A MINIMUM NET CLEAR OPENABLE

AREA OF 5.7 SQUARE FEET.  THE MINIMUM

NET CLEAR OPENABLE HEIGHT DIMENSION

SHALL BE 24 INCHES.  THE MINIMUM NET

CLEAR OPENABLE WIDTH DIMENSION SHALL

BE 20 INCHES.  WHEN WINDOWS ARE

PROVIDED AS A  MEANS OF ESCAPE OR

RESCUE THEY SHALL HAVE A FINISHED SILL

HEIGHT NOT MORE THAN 44 INCHES ABOVE

THE FLOOR.

TYPICAL EGRESS WINDOW FOR BEDROOMS

ALL GLAZING TO BE LOW E, TYP.
SIMPSON STORM PANEL SCREW & 7/16" THK WOOD STRUCTURAL PANEL FOR ALTERNATIVE STORM GLAZING REQ. IN
WIND-BORNE DEBRIS REGIONS
Exterior Glass:
ALL EXTERIOR GLASS SHALL BE SHGC £ 0.25

DOOR NOTES:
1. ALL EXTERIOR DOORS ARE TO BE 1-3/4" THK.
2. ALL INTERIOR DOORS ARE TO BE 1-3/8" THK.
3. CAULK W/ SEALANT AROUND TOPS AND SIDES OF INTERIOR AND EXTERIOR DOOR (SEE EXTERIOR ELEVATION OF CLEAR

OR OBSCURE GLAZING, AS NOTED). 
4. ALL GLASS IN DOORS TO BE TEMPERED GLASS.
5. WOOD ON DOORS SHOULD BE OF QUALITY THAT THE FINISHED CAN BE EXPOSED.
6. ALL GLAZING WITHIN 60" OF STAIRWAY SHOULD BE TEMPERED SAFETY GLASS AS PER IRC 2006.
7. ALL GLAZING IN THE BATHROOM LESS THAN 60" FROM THE SHOWER SHALL BE TEMPERED SAFETY GLASS.
8. ALL PATIO, DECK AND LANAI SLIDING GLASS DOORS SHALL BE TEMPERED GLAZING.

WINDOW NOTES:
1. ALL WINDOWS SHALL HAVE INSULATED GLAZING. (SAFETY GLASS AS NOTED), WITH SHGC £ 0.25
2. ALL WINDOWS SHALL BE WHITE VINYL FRAME OR APPROVED EQUAL.
3. SEAL AROUND TOPS & SIDES OF WINDOWS TRIMS (WINDOW SIZES ARE NOMINAL).

EMERGENCY EXITS (SAFETY EGRESS) AT ALL BEDROOMS
20" MIN. WIDTH
24" MIN. HEIGHT
5.7 SQ. FT. OPENING
44" MAX. SILL HEIGHT@ BOTTOM OF SILL WINDOWS

SECTION - PERIMETER WALL (1- STORY)
Scale: 1-1/2"=1'-0" SEC-PERWALL1

GRADE

SLOPE

AWAY

2X4 SILL PLATE w/  1/2"Ø x 10"

A.B. @ 48" O.C., EMBED 7" MIN.

4-#4 CONT. W/ #3

TIES @ 24" O.C.

2X4 DBL. TOP PLATE

SIMPSON H2.5A 18 GA. HURRICANE ANCHOR

@ EA. RAFTER, DBL. @ 48" O.C., & SIMPSON

HCP2 18 GA. @ HIPS & VALLEY

30 YR. COMP. SHINGLES OVER 30# FELT & 5/8"

OSB TECHSHIELD RADIANT BARRIER SHEATHING

W/ 10D @ 6,6,12

PRE-ENGINEERED WD TRUSSES

(2X6 TOP CHORD)

(3) 2" ROUND VENT BLOCKING @ EA.

RAFTER BAY @ 24" O.C.

SIMPSON SP2 @ 32" O.C.

1X2 TRIM

2X8 FACIA

30# FELT PAPER

S.S.D.

SIMPSON SP1 20GA.

ANCHOR @ 32" O.C.

2X4 STUDS @ 16" O.C.

30 YR. COMP. SHINGLES OVER 30# FELT &  5/8"

PLYWOOD SHTG. W/ METAL CLIPS W/ 10D @

6,6,12 @ OVERHANGS & NON LIVING AREAS

3'-0"

(N.T.S.)

5/8" PRECISION SMARTSIDE SIDING w/

10d AT 6" O.C. AT EDGES AND 12" O.C.

IN FIELD ON TYVEK VAPOR BARRIER,

TYPICAL THROUGHOUT.

GRADE

SLOPE

AWAY

CONC. SLAB, SEE

NOTE ON PLAN

CONC. SLAB, SEE

NOTE ON PLAN

GRADE,

SLOPE AWAY

FROM BLDG.

30# FELT

CONC. FOOTING

2X4 ANCHORED W/10"

x 1/2" Ø A.B. @ 48" O.C.

EMBED 7" MIN.

SIMPSON  SP1,

20 GA. ANCHOR

@ 32" O.C.
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#3 TIES @ 24" O.C.

4- #4 CONT.

SIMPSON SP2 @

18 GA. ANCHOR

@ 32" O.C.

2X DOUBLE TOP

PLATE

2X STUD FRAMING

@ 16" O.C.

EAVE @ PERIMETER WALLS
Scale: 1-1/2"=1'-0" .

PRE-ENGINEERED TRUSS

SIMPSON H2.5A 18 GA.

HURRICANE ANCHOR @

EA. RAFTER, DBL. @ 48"

O.C., & SIMPSON HCP2 18

GA. @ HIPS & VALLEY

SIMPSON SP2 @ 18 GA.

ANCHOR @ 32" O.C.

2X DBL. TOP

PLATE

EAVE @ WINDOW/DOOR OPENINGS
Scale: 1-1/2"=1'-0" DET-WALLOPEN

4x HDR @

OPENINGS

(3) 2" ROUND VENT

BLOCKING @ EA.

RAFTER BAY @ 24" O.C.

PRE-ENGINEERED TRUSS

SIMPSON H2.5A 18 GA.

HURRICANE ANCHOR @

EA. RAFTER, DBL. @ 48"

O.C., & SIMPSON HCP2 18

GA. @ HIPS & VALLEY

3'-0" (NTS)

BOTTOM CHORD OF

TRUSS W/ (3)-16d

NAILED TO FLAT 2X6

2X NON-LOAD

BEARING INTERIOR

PARTITION

INT. N.L.B. WALL CONN., TYP.
Scale: 1-1/2"=1'-0" .

2X6 FLAT @ 24" O.C.,

TYP. W/ 3-16d NAILED

TO TOP PLATE

2x6 BLOCKING

1X2 TRIM

2X8 TRIM

4X POST

SIMPSON H2.5A 18 GA.

HURRICANE ANCHOR @

EA. RAFTER, DBL. @ 48"

O.C., & SIMPSON HCP2

18 GA. @ HIPS & VALLEY

SIMPSON AC

POST CAP

4X BEAM

3'-0" (NTS)

EAVE @ COVERED OPEN AREA
Scale: 1-1/2"=1'-0" UDK2

PRE-ENGINEERED TRUSS

CONC. SLAB, SEE

NOTE ON PLAN

LAUNDRY / STORAGE CARPORT

WALL, SEE PLAN

3 - #4 CONT.

#3 TIES @ 24" O.C.

GRADE

SLOPE

AWAY

CONC. SLAB, SEE

NOTE ON PLAN

CONC. CURB

4- #4 CONT.

#3 TIES @ 24" O.C.

2X6 ANCHORED W/12" x

1/2" Ø A.B. @ 48" OC.,

EMBED 7" MIN.

30# FELT

SIMPSON  SP1,

20 GA. ANCHOR

@ 32" O.C.
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GRADE

SLOPE

AWAY

CONC. SLAB, SEE

NOTE ON PLAN

4- #4 CONT.

#3 TIES @ 24" O.C.

1" OVERLAP

EXTERIOR SIDING
1/2" GYP. BD EXTERIOR SIDING1/2" GYP. BD

EXTERIOR SIDING


